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connection tips

« The initial configuration of this router must be performed utilizing a “wired” LAN connection, not
wireless.

 Use only the original cables supplied with your router, DSL splitter, and telephone; do not make
any substitutions.

« After correctly configuring your TKSSurf! Internet connection on your router, then proceed with
setting-up a wireless network.

« Verify that all cords are undamaged and are firmly connected to the correct ports as depicted
above.



TKSSurf! Configuration: Speedport W/01v

connections
Connect the Speedport DSL modem/router to your DSL splitter and computer’s network interface card
using the connection cords provided with the device.

impo rtant: The initial configuration must be performed utilizing a “wired” LAN
connection, NOT wireless, also Java script and popup menus must be enabled in your
browser.

getting started

Launch your Internet browser (Internet Explorer, Firefox, Netscape). Click on the address field and
delete all characters (the address field must be blank) then type in: 192.168.2.1 then press Enter on
your keyboard.

NOTE: Always select the options that have been circled.

Step 1
When the Speedport welcome screen appears click on: Konfiguration Starten.
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Step 2

Confirm the Explorer popup click on: Yes.
& - Wind

\ €] http://192168.2.1/htmi/top_start_passwort.htm

Speedport W 'ENEFEO

-+ T - -Com-

=EEE]

Router - Einstieg in die Konfiguration Passwort Eingabe

FasaworEndalic Der Zugang 2u den Router -

Konfigurationsdaten wird durch
Passwort hutzt.

(0000 bei Auslieferung) Stesswotgsamit

Geben Sie das Passwort ein
Windews Internet Explorer | £2 || und bestatigen Sie mit OK.

Dis aktusile Konfiguration wird

@) The viebrags you are viewing is trying to <lose the windew, dann aus dem Router in das
< i R Konfigurationsprogramm
DB Ve R W, geladen und angezeigt.
* -

N * Im

- e o Mo | [lsetdes Pasewon con

. —— Wir empfehlen Ihnen, das

. Passwortim

Ceanns® programm 2u &ndem
Wenn Sie das Passwort
vergessen haben, kbnnen Sie
inmerhalo der ersten 10 Minuten
nach einem Neustart des
Routers die Werkseinstallungen
wiederherstellen und $o das
Passwort zuriicksetzen.

Step 3
In the field “Passwort Eingabe”, type the default
password 0000 (4x zero) then click on “OK”.
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Step 4
On the left side of the start page click on
“Netzwerk”.
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Step 5
In the menu options located in the center of the
page, click on the first option listed:

“Internetzugang”.
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Step 6
In the drop down menu select the option:
“Anderer Provider”.
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next:
Get ready to enter your Internet account data.

You will need the username and password that is
found in your TKSSurf! Access Package.



Step 7
Carefully enter your TKSSurf! username and password exactly as it appears on your TKSSurf! Internet
Access Package in the corresponding fields:

German text English Description
Benutzename: username 8-digits plus TKS domain name
Kennwort: password 6-digits

Kennwort Wiederholung: password repeat reenter the same 6-digit password
Dauerverbindung: select Ein

Then click on: “Speichern” to save the configuration.
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Wireless Connection

The Speedport W701V is preconfigured to establish a wireless internet connection with your PC; the
wireless security mode is based on WPA/WPA2 utilizing a preshared key. You will find the device’s network
name and network key on the product ID tag located on the back of the unit.

Be sure to enter WLAN security key accurately to ensure a successful wireless connection, please note that

the password key is case sensitive. RN
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