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Set-up Guide 
 
 

Speedport W 700V   
 
 
 
overview of connections 
 

 
 
 
connection tips 
 
The initial configuration of this router must be performed utilizing a “wired” LAN connection, 
not wireless.  
 
Use the original cables supplied with your router, DSL splitter and telephone; do not make any 
substitutions.  
 
After correctly configuring your TKSSurf! Internet connection on your router, then proceed with 
setting-up your wireless network. 
 
Verify that all cords are undamaged and are firmly connected to the correct ports as depicted 
above. 
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TKSSurf! Speedport W 700V Configuration 
 
connections 
Connect the Speedport DSL modem/router to your DSL splitter and computer’s network 
interface card using the connection cords provided with the device. 
 
Important: The initial configuration must be performed utilizing a “wired” LAN connection, NOT 
wireless, also Java script and popup menus must be enabled in your browser. 
 
getting started 
Launch your Internet browser (Internet Explorer, Firefox, Netscape). Click on the address field 
and delete all characters, the address field must be blank, then type in: 192.168.2.1 then press 
Enter on your keyboard. 
 
Click on “Konfiguration starten” in the Speedport configuration window. In the next window 
you will be asked for a password, type in the default password: 0000  then click on OK. 
 
Click on Schritt für Schritt and follow the descriptions outlined in the example screenshots. 
 
NOTE: Always select the options that have been circled. 
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To get online… 
 
Just launch your Internet browser and start surfing! 

 

After clicking on 
Speichern, your 
settings will be saved, 
then you will be 
redirected to the start 
page. 
 
On that start page, 
choose  the last option 
on the bottom left side 
that says Beenden, 
which logs you out from 
your router.  
 
The set-up has now 
been completed. 
 


